Voltage {volts)

Lower cost option for battery powering all point2point plug in modules
Up to 9Ah available giving >50 hours continuous ope ration

Local on/off control to save battery life

Optional remote on/off control over separate fibre link

Allows location of point2point modules where galvanic isolation is required
Compatible with existing PPM NiMH battery chargers
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Typical Discharge Time for all PowerSleeve options when powering a DC link

Typical Discharge Time for 9Ah & 3.6Ah PowerSleeve options when powering either DC or AC link

=== PowerSleeve 75013 === PowerSleeve 75014 with AC link
=== PowerSleeve 75014 === PowerSleeve 75013 with AC link
PowerSleeve 75015 16 PowerSleeve 75014 with DC link

=== PowerSleeve 75016 === PowerSleeve 75013 with DC link
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Due to our policy of continuing product development, these specifications are subject to change and improvement without notice.
Preliminary Datasheet
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Note — all dimensions are expressed in mm.

PowerSleeve 75013 75013 75013 75013
Battery Capacity 9Ah 3.6Ah 9Ah 3.6Ah
Optional remote on/off capability fitted * No No Yes Yes
Power on response time ? N/A N/A 1ns 1ns
Power off response time * N/A N/A 200ns 200ms
& requires additional PPM Optically Controlled Battery Switch to function (part number 7368x)

Note — for information on the PPM Optically Controlled Battery Switch see datasheet 7368x-DS-2.
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