
 

DSI-450 
EMI Test Receiver     Product Brochure 

 
Version 0.2.00 

April 2008 

 

 

       

Dynamic Sciences International, Inc.   

 

 

 

 



 
SSyysstteemm  DDeessccrriipptt iioonn     

The DSI-450 EMI Test Receiver is a fully compliant test system. The powerfully integrated 
receiver technology provides the user with the combined computational strength of the on-
board computer, high speed data acquisition, enhanced spectrum analyzer display, a SCPI 
interface, and DSIΩs EMI Test software. The DSI-450 is an all in one multifunctional resource that 
provides fast and accurate test and reports. The system operates through the use of Windows 
"screens". These screens provide a powerful human interface to facilitate full utilization of the 
system's capabilities. There is a set of primary screens; from these, secondary screens and 
"dialog boxes" are activated. When the system is turned-on, the first screen to appear is the 

SpecAn screen; the user can from any number of functions  

 
 Features                   

Frequency Ranges of Operation ...1 KHz to 4.0 GHz 
 
Recevier MŜŀǎǳǊŜƳŜƴǘ !ŎŎǳǊŀŎȅ Χ ǎǘŀǘŜ-of the-art receiver technology 
 
9aL ¢Ŝǎǘ {ǳƛǘŜ ΧŦǳƭƭȅ ŎƻƳǇƭƛŀƴǘ ǘƻ /L{tw мс-1 
 
aǳƭǘƛǇƭŜ ŘŜǘŜŎǘƛƻƴ ƳƻŘŜǎ ΧǇŜŀƪΣ ǉǳŀǎƛ ǇŜŀƪΣ ŀǾŜǊŀƎŜΣ wa{ 

tƻǿŜǊŦǳƭ ŜƳōŜŘŘŜŘ t/ ΧǇǊƻŎŜǎǎƻǊ ǘƻ ƘŀƴŘƭŜ ŎƻƳǇƭŜȄ ŀƭƎƻǊƛǘƘƳǎ  
 
5ƛǎǇƭŀȅ ΧƛƴǘŜƎǊŀǘŜŘ уΦрέ ¢FT color screen 
 
D¦L ΧƛƴǘǳƛǘƛǾŜ ǳǎŜǊ-friendly interface 
 



 

SpecAn Mode 

The DSI-450 unit provides the user with a compact and versatile spectrum analyzer capability in 
the SpecAn mode. In the Spectrum Analyzer mode the System is transformed into a free 
running analyzer. This platform has the capability to perform the basic functions: setting to a 
center frequency, adjusting gain, attenuation, frequency span and bandwidth parameters seen 
in the picture below. 

 

 

Two on screen markers and delta markers are clearly presented with the db, dBm, dBmV levels 
being refreshed on each scan. In Spectrum Analyzer mode user interface is facilitated via the 
front panel keyboard, up/down buttons and rotary dial, allowing for the selection and entry of 
desired parameters. Limit lines can be called up and displayed on the screen.  

 

 

 


